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Subpart UUU—Standards of Per-
formance for Calciners and 
Dryers in Mineral Industries

SOURCE: 57 FR 44503, Sept. 28, 1992, unless 
otherwise noted.

§ 60.730 Applicability and designation 
of affected facility. 

(a) The affected facility to which the 
provisions of this subpart apply is each 
calciner and dryer at a mineral proc-
essing plant. Feed and product con-
veyors are not considered part of the 
affected facility. For the brick and re-
lated clay products industry, only the 
calcining and drying of raw materials 
prior to firing of the brick are covered. 

(b) An affected facility that is subject 
to the provisions of subpart LL, Metal-
lic Mineral Processing Plants, is not 
subject to the provisions of this sub-
part. Also, the following processes and 
process units used at mineral proc-
essing plants are not subject to the 
provisions of this subpart: vertical 
shaft kilns in the magnesium com-
pounds industry; the chlorination-oxi-
dation process in the titanium dioxide 
industry; coating kilns, mixers, and 
aerators in the roofing granules indus-
try; and tunnel kilns, tunnel dryers, 
apron dryers, and grinding equipment 
that also dries the process material 
used in any of the 17 mineral industries 
(as defined in § 60.731, ‘‘Mineral proc-
essing plant’’). 

(c) The owner or operator of any fa-
cility under paragraph (a) of this sec-
tion that commences construction, 
modification, or reconstruction after 
April 23, 1986, is subject to the require-
ments of this subpart.

§ 60.731 Definitions. 
As used in this subpart, all terms not 

defined herein shall have the meaning 
given them in the Clean Air Act and in 
subpart A of this part. 

Calciner means the equipment used to 
remove combined (chemically bound) 
water and/or gases from mineral mate-
rial through direct or indirect heating. 
This definition includes expansion fur-
naces and multiple hearth furnaces. 

Control device means the air pollution 
control equipment used to reduce par-
ticulate matter emissions released to 

the atmosphere from one or more af-
fected facilities. 

Dryer means the equipment used to 
remove uncombined (free) water from 
mineral material through direct or in-
direct heating. 

Installed in series means a calciner 
and dryer installed such that the ex-
haust gases from one flow through the 
other and then the combined exhaust 
gases are discharged to the atmos-
phere. 

Mineral processing plant means any fa-
cility that processes or produces any of 
the following minerals, their con-
centrates or any mixture of which the 
majority (>50 percent) is any of the fol-
lowing minerals or a combination of 
these minerals: alumina, ball clay, ben-
tonite, diatomite, feldspar, fire clay, 
fuller’s earth, gypsum, industrial sand, 
kaolin, lightweight aggregate, magne-
sium compounds, perlite, roofing gran-
ules, talc, titanium dioxide, and 
vermiculite.

§ 60.732 Standards for particulate mat-
ter. 

Each owner or operator of any af-
fected facility that is subject to the re-
quirements of this subpart shall com-
ply with the emission limitations set 
forth in this section on and after the 
date on which the initial performance 
test required by § 60.8 is completed, but 
not later than 180 days after the initial 
startup, whichever date comes first. No 
emissions shall be discharged into the 
atmosphere from any affected facility 
that: 

(a) Contains particulate matter in ex-
cess of 0.092 gram per dry standard 
cubic meter (g/dscm) [0.040 grain per 
dry standard cubic foot (gr/dscf)] for 
calciners and for calciners and dryers 
installed in series and in excess of 0.057 
g/dscm (0.025 gr/dscf) for dryers; and 

(b) Exhibits greater than 10 percent 
opacity, unless the emissions are dis-
charged from an affected facility using 
a wet scrubbing control device. 

[57 FR 44503, Sept. 28, 1992, as amended at 65 
FR 61778, Oct. 17, 2000]

§ 60.733 Reconstruction. 
The cost of replacement of equip-

ment subject to high temperatures and 
abrasion on processing equipment shall 
not be considered in calculating either 
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